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Snap Ring and Bolt-Thru Swivel Jacks, Continued...

PART REF.   BRACKET BRACKET RETRACTED TYPE OF TYPE OF
NO. NO. CAPACITY LIFT TYPE HEIGHT HEIGHT WIND FOOT

JP01-010 264210 850 LBS 9 3/8” BOLT-ON 15 3/8” 23” SIDE WHEEL

EJ1000 264217 1,000 LBS 10” BOLT ON 12.75” 23” SIDE WHEEL

Fulton Kickstand Jack

Fulton Kickstand Jacks are quick and easy to use due to a lightweight, 
streamlined design, and snap ring swivel.  Ideal for personal watercraft and 
snowmobile trailers.  Zinc plated to resist corrosion.

PART REF.  BRACKET GROUND TYPE OF
NO. NO. CAPACITY TYPE CLEARANCE FOOT

119244 282305 300 LBS BOLT-ON 9” WHEEL

Bulldog’s ever-pop u lar Rack Jacks are avail able in many 
mount ing and foot options.  Choose the gearbox and rack 
post best suited for your particular need. 

Bulldog Rack Posts and Gearboxes

165

169

018006

PART REF. 
NO. NO. DESCRIPTION TYPE CAPACITY

161 280800 GEAR BOX WELD-ON “L” 750 LB

165 281200 GEAR BOX A-FRAME 750 LB

167 281400 GEAR BOX WELD-ON PIPE 750 LB

169 281600 GEAR BOX BOLT-ON 750 LB

018006 281800 RACK POST STEEL WHEEL 750 LB

018007 282000 RACK POST POLY WHEEL 750 LB

018520 282200 RACK POST  SAND FOOT 750 LB

5874A8PART REF.   BRACKET BRACKET RETRACTED TYPE OF TYPE OF
NO. NO. CAPACITY LIFT TYPE HEIGHT HEIGHT WIND FOOT

5854 263001 1,000 LBS 10” BOLT-ON 14.5” 22.75” SIDE 6” WHL

5856 263099 1,000 LBS 10” WELD-ON 14.5” 22.75” SIDE 6” WHL

5874A8 263020 1,500 LBS 10” BOLT-ON 16.5” 24.75” SIDE 8” WHL

5876A8 263034 1,500 LBS 10” WELD-ON 16.5” 24.75” SIDE 8” WHL

Shelby’s Swivel Jack is a Bolt-Thru design (called OSD) with the jack tube offset 
from the bolt to allow easier access for mounting.  Also engineered with a 6º 
camber to keep the jack centered under the tongue.  Zinc coated with “super-
sealer” for added corrosion resistance.  Fits 3” to 5” tongues.  Includes mounting 
bracket.  The new “Diamond Series” wheel provides added durability to the 
advanced engineering design of the OSD jack family.

Boxed Swivel Jacks
TRAILER REPAIR PARTS

SM

These replacement jacks feature a zinc plated finish for corrosion resistance 
and easy bolt-on design.  They are boxed for convenience and showroom 
display.  Poly caster and mounting brackets included.
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Section F-14

Ultra-Fab Power Jack

The Ultra-Fab 3K, Electric, A-Frame Jack will mount in any 
A-Frame Coupler.  The fast travel allows 10” of Lift in 30 
seconds, saving time and effort.  The durable powdercoat 
finish will keep your jack looking good.  The UF3002 comes 
with a 1 year warranty on product defects only.

PART NO. REF. NO. DESCRIPTION

UF3002 269361 3K CAPACITY, 18” LIFT, A-FRAME ELECTRIC JACK 

This bolt-on electric motor from Magnum Lift is a quick and easy 
upgrade, designed to convert the Binkley two-speed jack into a 
power jack, capable of lifting up to 6,500 lbs., at 7” per minute. 
In case of battery failure, the electric motor comes with a manual 
crank backup shaft (can be turned with a standard socket and 
ratchet, not included). Included is a mounting bracket, harnessed 
switch box with built-in circuit breaker and electrical connectors.  
The Magnum Lift is 9-1/2” wide, can mount on either side of the 
Binkley two-speed jack, and comes with a 3 year warranty.

Magnum Lift Bolt-On Electric Motor

PART REF.
NO. NO. DESCRIPTION

LEGB-2 296691 ELECTRIC MOTOR GEARBOX FOR BINKLEY 2-SPEED JACKS

Atwood A-Frame Power Jacks

Atwood’s Power Jacks allow hassle-free trailer lifting with a 12v DC 
electric motor.  Suitable for use on 2 5/16” A-Frame couplers.  These 
jacks eliminate the need for hand cranking.  Both feature a courtesy 
light and manual override handle.

    BRACKET RETRACTED RATE OF
PART NO. REF. NO. CAPACITY LIFT HEIGHT HEIGHT TRAVEL

80515 275100 2,500 LBS 14” 10 1/8” 24 7/8” 4” PER MIN.

80530 275102 3,500 LBS 14” 10 1/8” 24 7/8” 7” PER MIN.
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Bulldog Bolt-On Electric Motor

The Bulldog Bolt-On Electric Motor will bolt to any existing 
1-Speed 12K Bulldog Jack.  The 182420 features easy installa-
tion with 7,500 lbs. of lifting power.  This motor comes with 
everything you need to convert a manual crank Bulldog jack to 
an easy to use Power Jack. 

PART REF.
NO. NO. DESCRIPTION

182420 296693 ELECTRIC MOTOR FOR BULLDOG 12K JACKS 7.5K LFT

These Wheel Chocks have a tiered step design that provides grip between 
the wheel and the chock.  The ribbed design on the bottom of the chock 
helps prevent slipping. The 3/4” eyebolt on the end of the chock can be 
easily chained to keep chocks together or to reduce theft.  The Rumber® 
wheel chock, #HDWC2 is rated to withstand a rolling load of 32,000 lbs., 
while #HDWC1 is not rated.

HDWC2

HDWC1

This Leveling Scissor Jack works with most RV applications.  Each jack has a 
lifting capacity of 7,500 lbs.  Available as a pair with handle included on part 
#BAL-24SJ, rated at 15,000 lbs. per pair.

Leveling Scissor Jack

PART REF.  EXTENDED RETRACTED
NO. NO. CAPACITY HEIGHT HEIGHT

BAL-24SJ 275525 15,000 LBS 23 3/4” 4”

BAL-24011 275575 REPLACMENT JACK FOR #BAL-24SJ

BAL-24033 275625 REPLACEMENT CRANK HANDLE FOR #BAL-24SJ

PART REF.
NO. NO. SIZE

HDWC1 275649 10” X 8” X 6”

HDWC2 275645 8” X 8” X 5”

Wheel Chocks

Atwood Stabilizer Jack

Designed as an easy-to-use prac ti cal means of lev-
el ing or sta bi liz ing lightweight trailers of all types, 
this Jack is also used as a light weight tongue stand.  
It can be bolted or weld ed to the inside or un der-
side of the trailer tongue or frame.

PART REF.   RETRACTED
NO. NO. CAPACITY LIFT HEIGHT

82300 275200 650 LBS 6” 11 1/2”

80480 275400 HANDLE ROD FOR #82300

®
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Section F-16

      Atwood Duraleg Jack

The Atwood Duraleg features 10K lbs. of lifting power and is 
easier to install than hydraulic jacks.  The Duraleg features:

•	 Runs	electric	wires,	not	messy	hydraulic	lines.
•	 Works	off	12v	power	source.
•	 Has	a	high	efficiency	motor	and	gear	box
•	 Features	sealed	components,	leaving	the	unit	service	free.

PART REF.
NO. NO. DESCRIPTION

66369 275103 DURALEG 10K SINGLE BOXED W/ SINGLE CONTROL

Big Foot Hydraulic Jack

PART REF.
NO. NO. STATIC LOAD LIFT CAP. LIFT

SQI24-I 296610 12,000 LBS 12,000 LBS 24”
SQI24-1MR 296612 12K JACK W/MANUAL RETRACT
SQI24-C 296620 24K TANDEM SET  24”

The Big Foot comes with a 5 year warranty on the hydraulic cylinder, 2 years on all other 
parts, and 1 year on labor.  The finish paint is gray and the product is boxed.  A dual leg 
set is available as part number SQI24-C.  A single leg Bigfoot with manual retract is also 
available as part number SQI24-1MR.

Blaylock EZ Jack

PART REF.
NO. NO. CAPACITY

EZ-JACK 275650 20,000 LBS

The EZ Jack is an easy-to-use, safe and reliable device 
for changing tires on tandem axle trailers.  Made of 
heavy-duty cast aluminum, it also functions as an excel-
lent wheel chock.  

This product gets its name from its large 10” by 10” foot pad that 
won’t sink into soft ground.  The jack is equipped with an adjustable 
mounting bracket and hardware to fit most gooseneck trailers.  Comes 
complete with hydraulic cylinder and pump, hoses, switch control 
box, wiring harness and 120 amp breaker, along with the indus-
try standard tube-in-tube jack design (4 1/2” outer tube for added 
strength).  Requires automotive type 12v battery (not included). 


