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edlime . Redline Packaged Hitch Balls
TRAILER REPAIR PARTS T

Andersen Aluminum Ball Mounts

The Rapid Hitch is an attractively designed hitch that provides 5 1/4” of
vertical adjustment for 2” and 2 5/16” hitch balls, in 10,000 Ib. capacity.

RAPID
HITGH

PART NO. REF. NO. DESCRIPTION

3410 319650 RAPID HITCH ADJ BALL
MOUNT 2" & 2-5/16", 10K

3428 319653 RAPID HITCH ALUMINUM
LOCKING BALL PIN

3434 319655 RAPID HITCH BALL PIN SET,
KEYED ALIKE, 5/8" PINS

PART NO. REF. NO. DESCRIPTION

3503B 319660  ALUMISTINGER 2" DROP 1" SHANK 8K
3505B 319665  ALUMISTINGER 4" DROP 1" SHANK 8K

Aluminum Locking Ball Mounts

DT Locking Aluminum Ball Mounts are precision machined and polished from only the high-
est quality aluminum available. O-Ring sealed, overlapping stainless steel slide pins have been
shear tested to 20,000 Ibs. These pins offer reliable corrosion resistance and super high strength
operation.

Rated at 14,000 Ibs. trailer and 2,000 lbs. tongue capacity. Maximum security, pick resistant
lock cylinder, with dust cover, replaces the need for separate receiver lock or pin & dlip.

PART NO. REF. NO. DESCRIPTION

LBM8200 319630 2"DROP, 1" BALL HOLE, 14K
LBM8400 319632 4"DROP, 1" BALL HOLE, 14K
LBM8600 319634 6"DROP, 1" BALL HOLE, 14K

he most popular forged Hitch Balls, in attractive clam shell packaging for your
retail sales! For pegboard or shelf display.

PART REF BALL SHANK SHANK

[\[oX NO. SIZE DIA. LENGTH FINISH CAPACITY
TA02-025 309015 17/8" 3/4" 21/2" CHROME 2K
TA02-045 309025 17/8" 1" 2" CHROME 2K
TA03-025 309040 2" 3/4" 21/2" CHROME 3.5K
TA03-045 309050 2" 1" 21/2" CHROME 5K
TA04-020 309065 25/16" 1" 2" CHROME 5K
TA04-040 309070 2 5/16" 11/4" 21/4" CHROME 7.5K



Manufacturmg
17/8" BALL SIZE
SHANK SHANK N

DIA. LENGTH FINISH CAPACITY e ° S )
17834CLS 309500 3/4" 3" CHROME N/A 2K
1781CLS 309900 1" 21/8" CHROME N/A 2K

= www.curtmfg.com

2" BALL SIZE
SHANK
LENGTH FINISH CAPACITY

234CLS 310590 3/4" 25/16" CHROME N/A 3.5K
21CLS 311190 1" 21/8" CHROME N/A 5K
80200 311400 1" 2" FORGED N/A 5K
211RM 311500 1" 2" ZINC 1" 5K
212RM 311600 1" 2" ZINC 2" 3.5K
21HT 311700 1" 21/8" HEAT TREATED N/A 7K
2114CLS 311725 11/4" 21/4" CHROME N/A 7.5K
2-114-13C 311755 11/4" 2 3/4" CHROME N/A 13K
2-1CLS 311800 1" 23/8" CHROME N/A 10K

2 5/16" BALL SIZE

>
SHANK SHANK a 6'
DIA. LENGTH FINISH CAPACITY g §
2516-1LS 311850 1" 21/8" CHROME N/A 7.5K r!r; o
2516-114 312000 11/4" 25/8" CHROME N/A 10K A
2516-1CLS 312300 1" 2 3/8" CHROME N/A 10K
2516-114LS 312200 11/4" 31/4" ZINC N/A 9K
2516-114-1 312400 11/4" 21/4" ZINC 1" 7K
2516-114-1LS 312435 11/4" 31/4" ZINC 1" 7K
2516-114-2 312600 11/4" 21/2" ZINC 2" 5K
2516-114-13C 312604 11/4" 23/4" CHROME N/A 13K
2516-112-2 312650 11/2" 23/4" MACHINE 2" 30K
80211 312800 13/8" 21/2" FORGED N/A 13K
81371 313000 13/8" 21/2" FORGED N/A 40K
2516-114-HT 313025 11/4" 21/8" MACHINE N/A 30K
SF 313200 13/8" 31/4" MACHINE 1" 30K
2516-138-1 313220 13/8" 31/4" MACHINE 1" 30K
2516-112CT 313400 11/2" 31/2" ZINC N/A 10K
2516-2CT 313425 2" 31/2" MACHINE N/A 10K

3" BALL SIZE

SHANK SHANK
DIA. LENGTH FINISH RISE CAPACITY
32M 313605 2" 31/4" MACHINE N/A 30K
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Simplify hitch ball size changes with
Interchangeable Hitch Balls; no tools required.
The shaft attaches to the tow vehicle and the
balls can be removed from the shaft with the

CB004B
Box Only

simple push of a pin.

{}# L::r’. PART REF
NO. NO. DESCRIPTION
CBSOOB 309086 1-7/8” & 2" x 3/4” SHANK, 3.5K, CHROME

CB900B 309088 1-7/8", 2" & 2-5/16" X 1" SHANK, 10K, CHROME
CB901B 309090 1-7/8" & 2" x 1" SHANK, 10K,CHROME
CB004B 309092 PLASTIC STORAGE BOX W/COVER, FOR 3-CONVERT-A-BALLS

Swift Hitchm™ _ Camera System

BE_E 3

* Wireless camera system shows a realtime display of your
hitch ball, no more guessing where the trailer tongue is!

* Attach the camera to your tailgate with the magnetic base on
camera unit & remove it afterward.

* Big 2.5” LCD 960 x 240 resolution color display ensures
accurate hitching.

* With the infrared lights, you can accurately hitch your trailer
in complete darkness.

* Transmission distance between camera and handheld display
is 300 ft. in daylight and 15 ft. in darkness.

* The camera and display are charged by vehicle’s 12v
accessory port.

* 1 year warranty

PART NO. REF. NO. DESCRIPTION

SHO1 313617  SWIFT HITCH WIRELESS HITCHING CAMERA SYSTEM

A fast, safe, and reliable hitching aid
for all types of trailers, 5th wheels and
goosenecks! Extends up to 42”.

’Or o
®SStonaj Towing P*° PART REF.
NO. NO.  DESCRIPTION
53410 313616 HITCH ALIGNER
TELESCOPING ALIGNMENT
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Hitch Ball Wrench

The high torque box ends and long wrench body of this hitch Blaster Loc.l(. @

ball wrench allow for increased leverage that will securely tighten
hitch ball nuts. Made of hardened steel with a chrome plated

finish, this wrench is corrosion resistant, thus ensuring many ‘»{2

years of use.

PART REF
Ne} NO. _ DESCRIPTION
HBW1812 313607 HCH BL WRENCH,1-1/8" & 1- 1/2" FOR 3/4" & 1" SHNK,CHRM

SAF lollong e T

Engineering Your Road to Success

COMPANY
Popular in the construction, municipal utility, and transportation industries, the Zuality Since 1948
following Pintle Hooks can be used when towing light, medium, or heavy weight PH30RP41
trailers. Available in 4, 6, or 10 bolt mounting patterns.

)

PART REF MNTG. MAX. WT. GROSS WT.
NO. NO.  DESCRIPTION BRAND  HOLES TONGUE  TRAILER
PH10RP41 306397 RIGID TYPE HOLLAND 4 2K 10K
RS5T 306401 RIGID TYPE WALLACE 4 2K 10K
R15T 306601 RIGID TYPE WALLACE 4 6K 30K
PH30RP41 306602 RIGID, W/FAST LATCH HOLLAND 4 6K 30K
PH30SA41 306799 SWIVEL W/ SPRING CUSHION HOLLAND 6 4K 20K
S15T 306801 SWIVEL W/ SPRING CUSHION WALLACE 6 4K 30K

S15T

h~

S/7o/lang

Engineering Your Road to Success

L

FastLatch™ PINTLE HOOKS FEATURE:

¢ Automatic Secondary Lock for Safety
* No Cotter Pins or Chains for Convenience
® NoLube™ Technology for Lubrication-Free Low Maintenance

ONE HANDED LATCH OPERATION!

HEAVY DUTY
PART REF MNTG. MAX. WT. GROSS WT.
NO. NO. DESCRIPTION HOLES TONGUE  TRAILER
PH210RA11 307001 RIGID TYPE W/AIR CUSH 4 18K 90K
PH210RN11 307201 RIGID TYPE, NO AIR CUSH 4 18K 90K
PH410RA11 307401 RIGID TYPE W/AIR CUSH 6 20K 100K PH PH410RN
PH410RN11 307599 RIGID TYPE, NO AIR CUSH 6 20K 100K 210RNI1 10 1
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